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Outlet-level PDU with color configurable LCD display, capable of monitoring and controlling

each connected equipment

|deal for server room and data center applications, the Switched Metered-by-Outlet PDU Series is a power distribution
device that delivers electricity from a single source to multiple devices. The PDUs feature accurate monitoring and contral
of individual outlet, which allows for immediate on/off, remote reboots, scheduled on/off, and more. The multifunction
LCD readout is hot-swappable, color-changeable, and supports automatic LCD screen orientation. The PDUs are built-in
with SNMP/HTTP module, which works with PowerPanel Power Management Software for real-time monitoring and
canfiguration.

SERIES FEATURES

* Real-time Local/Remote Monitoring and * Rotatable LCD for Proper Display Orientation
Switching of Individual Outlet * LED Status Indicator

* Controllable Receptacles with Power Sequencing * Firmware Upgrade via USB

« Work under High Temperature * Support Environmental Sensor

« Ultra Low Power Consumption * User-upgradeable Firmware

« +1% Measurement Accuracy « PowerPanel Management Software

* Industrial-grade Metal Housing « Adjustable Mounting Brackets

* Digital Real-time Load Display « Cord Retention Tray

« User Configurable Color LCD * |EC Receptacle Locking

* Hot-swappable LCD Design

PRODUCT CALLOUTS

1. AC Inlet /L USE Port

2. AC QOutlets 8 . Serial Port

3 . Status Indicator 9 . Daisy Chain (Out) Port
4 LCD Display Panal 10. Select Button

5 . Ethernet Port 11 . Enter Button

& . Envirconmental Sensor/Daisy Chain {In) Port 12 . Qutlet Indicator
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TECHNICAL SPECIFICATIONS

Model Name

POUSI005

Input

MNominal input Voltage OWach

100 - 240

nput Frequency (Hz}

50/ B0

Maximum Input Currant (A%

&

nput Conrector Type

ECC20x1

Fower Cord Length {m) 105
Dutput

Cutlets - # of Bank({s) {Bank) 1
Cutlet(s) - Tatal a
Sutlet(s) - Frant a
Cutlet Type ECCIZxg

Management & Communications

LCO Infarmatian Display

nput Yohage (Volts), Input Freguency (HZ), Currant Lewal (Amps), Power Consumpticn (Watts)

Mebwark Information, Serial Mumioer, Enviranmant 5 =, Hardwara

Warsion, Firmars Wersion

LED Indicatars

PO Status, Ta/Rx, Link, Outlet

A-type USE Part

s

Cannectivity Part

R4S, R145 (for Sarial), R145 (for Enviranmantal Senson'Daisy Chan (nll RA4E

ifar Calsy Chain (Cutl)

Erwircnmental Sensar Supported

as

Fower Management Scftware

PowarParsl Business {Recommanded far small-medivm scak management), PowerFaned Entorpris

Reocommended for large scale managemant)

Supported Protocols

IFwd v, SHMPYIL WS, HTTR/HTTRS, TCRAF, UDFE, DHCP, MTF, DMS, SMTF, S5H, S5L, TLS, Telnet, FTF, and

Syslog

Authentication

RADIUS, LOAF, LDAFS, Windows AD

Physical

ristabed Rack Haight (U)

Caord Retention Tray

EC Receptacle Locking

FPhysical Size

Dimersions (WxHDY (mm.)

CMon-conoensing s (%)

Wiesght (kg z1
Enwironmertal

Operating Temperature (*C) o - &0
Operating Ralative Humidty a

Cortifications

Cartificaticns"

CE, FOT Class A, ULE0SED, ULEZSEE, EM 55032 Class A

RaHE

Yias
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