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ONLINE SERIES

/OLISO0ERTXL2U/OL2000ERTXL2U

OLIOOQERTXL2U
I OL2200ERTXL2U/OL3000ERTXL2U
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ENTERPRISE ONLINE UPS
TO SAFEGUARD DATA CENTER

Rernote
Managerment
Capabilitby

Critical/Mon-critical

Load Outlets Zaro Transler Time

The high performance online double-conversion UPS designed with zero transfer time for
IT equipment

Designed for office and data center applications, the Online Series adopts double-conversion topology to provide
seamless Pure Sine Wave output. The generator-compatible UPSs feature hot-swappable battery packs for maintenance
without power interruption. The products also adopt ECO Mode to help save on energy costs, Smart Battery Management
{SBM) to extend battery lifespan, and detachable LCD display panel to relocate the panel for convenient monitoring. The
power management software allows users to easily control and monitor the UPS system.

SERIES FEATURES

* Online (Double Conversion) UPS Topolagy
« ECO Mode

* Generator Compatible

* Overload Protection

« Critical/Non-critical Load Qutlets

* Fero Transfer Time

« Smart Battery Management (SBM)

* Hot-swappable Batteries

PRODUCT CALLOUTS

. Power On Indicator

. Power On/Off Switch

. LED Status Indicators

. LCD Display Panel

. Function Buttons

. Battery Backup & Surge
Protected Outlets

7 . Communication Protection

Ports RJN/RJ45
8. Input Circuit Breaker
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« Extended Battery Module (EEBM)

* Surge and Spike Protection

« EMI and RFI Filtration

* Phone/Fax/Modem/D5L/Network Protection

* Detachable LCD Panel

« Emergency Power Off (EPO) Port

* PowerPanel Management Software

« SMNMP/HTTP Remote Management Capability (Optional)

*Eelected Modek(s)

14 . Relay Qutput Connector
15 . Extended Battery Module Connector
16 . EFQ Port

9. Output Circuit Breaker
10. AC Inlet
11. Serial Port
12 . USE Port
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13 . SNMB/HTTP Metwork Slot
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TECHNICAL SPECIFICATIONS

Model Name | oL TXLZU OL] TELZU | QLZ00DERTELZU OLIZODERTXLZY OLIODOERTXLIU
UPE Tapolagy Online Double Conversion
Enargy ing Techralogy Online ECO Made E | Onlire ECD Made Efficienc

Active PFC Comy
Input
Generatar Coms

oility Yas

oility Yas

Mominal input Vaoltage 200, 208, F20, 330, 240

Input Voltage Range { 10 - 300

Iriput 50 & 10, B0 & 10

Input Frequency Detaction Autosensing

FRated Input Current (&) 5 e l=] | 1 15
Input Power Factor 0.33

Input Conrector Type [ |EC C20
Dutput

Capacity (VA) | 1500 | [ |
Capacity { | 1350 | ] [ |
On Battery Wavetarm Pure Sine Wave

On Battery Voltage(s) (Vac) 4, 208 £ 2%, 220 + 2%, 230 % 2
Cutput Voltage Sctting Configurable

On Battery Freguency (Hz) S0£05% 60+0

Cutput Freguency Settng Configurable

Powier Factor [e2-]

Crvarload Protection Intarnad Currant Limiting, Crcult Braaker

Crwarload Protection {Line Made) 105-125% Load for 1 min, 125-150% Load far 10 sec
Cwerload Protection (Ba Made} TO5-150% Load for ¥0 sec, 150-150% Load for 2 sec

Crvarload Protection (Bypass Mode} Circust Breaser
Harmonic Distortan (Lingar Lo} THOE%
Harmonic Distorton (NMon-lirear Load) THDS%
Cutlet(s) - Total a8 5
Tyoe ECCIZxE EC C1Zx 8, IECC

1 - Battery & Swurge Protected a8 - ]

1 - Critical Load (L) 4 3
Cautlet(s) - Man-Critical Load (NCL) 4
Typical Transtaer Time {ms) [+]
Battery
Ruritira at Half Load {min} E] | n | 20 | 1
Rurtima at Full Load {men) 5 | B | 5 | 3
Tynical Recharge Time (Hours) 5
Smart Battery Management (SBM) Was
Usar-replaceabla - Qualified Persoanel Only
Hot-swappabie as
Battery Typs Seakd Lead-acid
Replacermant Battery Pack REFOOTS | REPOCTE
R8P Quantty {pcs) 1
Compatble Extended Bat

(EEM)
Max. EEM Quantity {pcs)
Swrge Protection & Filtering

Surge Suppresson {Joules) 1780 | 1335
EMI/RFI Fitratian Yas
Phoney/Metwark Fratecton RITVRI45 e
[Comiba} n, Faut
Management & Communications
L0 Fanel as
LCD Types Datachable LOD Fane
LD Orientation Rotataole LCD - Manual

HID Compliant USBE Fartis)

Dry Conta

t {with Relay)

Emergency Power Off (EFC) Port

Power Management Software PowerPanel Business (Recammended)

SHMP/HTTP Romate Manitaring Yes - with apticnal RMCARD20S

PowerPanad Cloud Service Yies - B0 Du e T

Physical

Form Fackar Rackrmaunt, Towar

Phiysical Size - UPS Module

Dimansaans (W xExDS (mm.] 455 w38 W 430 | 435 X B w 0D

Wakght (g} ] | ] 52
Installed Rack Helght U3 ]

Environmental

Cperating Temperature (*C) 0-40

OCperating Relative Humidity & -9

Har-condansin )

Crline Thermal Dusipation (ETU hr) 32 426 ES6 | 740 | ET=F)
Audible Noise at 1.0M from Surface of Unit IB-55 dBA {0-103 % load)

Cortifications

Cartifications® [ CE, RCM [ CE, BSMI, RCM, EAC [ CE [ = memI RCH, EAC
RiaHE Yas
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